Product Manager Firefinder
U.S. Ammy Communications Electronics Command
Fort Monmouth, New Jersey 07703-5000

Maintenance Bulletin

ALE HO 159 |'H'EVEDH:
ARITPC-3E[YV] 7 and [ V] &
DATE: COTED RODY :
5 O-bdainterance
SUEIECT: .
Antenna Stowage Becebver [Brack et] &zsembly SYSTEWS LFFECTED:
Replacerent All

1. Purpose: Toaled maintenance persanrel bo the problem of excess wearin bhe antenna st owage receiver
aszsembly pinsockets, andto providethe proper procedure toreplace the antenna stovwage receiver
assemblies.

2. Summary of the problem:; Because of excess wearinthe antennastowage receiver asembly pin sodket,
damage
tnay occurbothe antennaandthe entire antennastowage svstem.

3. Corrective action:  Antenna Stowage Receiver AszsemblyBeplacement Kit. The replacement kit contains
thefollowing pars.

HOMEHCLATURE HEH PARTHO. /CAGEC aTyY
Fecewer Assembhy, Antenna Stowage TBD A28 (=100 =3Ey] 2
Wirasher, Flat, 154 -inch S310-01-304- 5733 hi5 15795 262 (ge]at=ulay 2
Wrazher, Lodd, 18 -inch G2M0-00-933-2121 hdS 252 129 (g=]=t=nlay 2
Scra, Socket Hd., 153-28 1 2501 SE05-00-225-7775 hdS IG2EE 25 (g=]at=ulay g

4. Procedure: This maintenance bulletin procedure covers the remosvd of both wom antenna stowage receiver
assemblies, and the installation of the newantenna stowage receiver assemblies.

APPROVED BY LOGISTICS MANAGER: WalterTyson p.er pore. 21701
Pagze 1




4.1. Check bothantenna stowage receiver assembly pins for sighs of wear, excess movern ent or visible wear
inthe pihsocket.

NOTE

In extreme cases, the top of the brack et will show signs of
contact with the antenna stowage labch assembly bolt
heads.

NOTE

Thereare bwo antennastowage labch assemblies. Evenif
only one assemblyis bad or damaged, both antenna
stowage latch assemblies must be replaced.

4.2, If excessive signs of wearare shown, remove and replace both antennastowage receiver assemblies
using the falowing procedure.

4.2.1. Erectthe antenna using one of thefollowing procedures:
a. For AMITPQ-36[¥]T: Tk 11-5840-3758-10, Chapler 2, Section |, paragraph 2 4.8, Erect.Antenta.
b. For AMITP2-36[Y]E: TR 11-5840-350-10, Chaplter 2, Section |, paragraph 2.6.8, Erect Antenina,

Antenna Stowvage Receiver Assembly

A=z=embly Hardware {4 places)

CAUTION

When marking the antennastowage receiver assemblyvlocation, donok use a sctibe or othertool
Ehat will darmag e the paint. Use onlyva pencil or other nonEntrusive marking desice
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4.2.2.

4.2.3

424

425

4.2.5

427

Eefore removing the antenna stowage receiver assembly, mak the present location of the assembly,
using a pencil or obher marking desice.

Removethe assembly hardware [four places], andthe assemblvfrom the bracket. Set hardware and
assemblvaside for disp osition [disposal].

Place the newantennastowage receiver assemblvin position using the lines markedin paragraph 4.2.2
asaguide.

Securethe antennastowage receive assemblvusing four each socket head sarews, 114 inch
lockwashers, and 14 inch flat washers.

Installthe second antennastowage receiver assembly using the procedure in paragraphs 4.2 2 through
425

After both anterna stowage receiver assemblies areinstalled, retum the antennat o stowage position
uzsing one ofthe folowing procedures:

a.  ForAWNITPO-36[Y]T: TR 11-5840-373-10, Chapter 2, Sechon ll, paragraph 2.7 4 4, Stowantenna.
b.  ForAMITPQ-3T(YV]E: TR 11-53840-350-10, Chaplter 2, Section ll, paragraph 2.10.5.5, Stowantenna,

Antenma Shownin Stowed Position

Anmtemna Stow Rod

Jam Nut
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4.2.8

4.2.4

4.2.10.
4211

4.2.12

4.2.13

Afterantennaisin stowed pasition, it mayw be necessarytoadjust the antenna st owrads [both sides)
to ensure theyare nob bownd [orjammed] it position.

Femovethe upperend of the antenna stow rod by pulling dows on the collarrelease, and remaosing
the antenna st ow rad from the skow strut assemblytop mounting brack et

Loozsenthe jam-+ut onthe bearngrod endof the antennastow rod.

Tumthe antennastowrod clockwise o counterclocksds e, unlil the upper end of theantenna stowrod
engages and disengages easily from the stowstrut assembkebop mounting brack et

When acomfotable fit has been estallished, tighten the jam+ut, and attach the upper end of the
antenna stowradtathe stow strub assembly bopmounting bracket.

Fepeatthis procedure[shown in parmgraphs 4.2 9through 4.2, 12] forthe second ant enna st ow rod.
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